
1\1/\,TERIP .. L SAFETY DATA SHEET NPCA 1-72 

FOR COATINGS, RESINS AND RELATED MATERIALS 

DATE OF PREP. 
(Approved by U.S. Department of Labor ··Essent•atly Similar" to Form OSHA-20) 

12-9-76 
Section I 

MANUFACTURER'S NAME u.s. Paint Division Grow Group, Incorpor~ted 

STREET ADDRESS 831 s. 21st Street CITY,STATE.ANDZIPCODE St. Louis, Mo. 63103 

U.6&' w /-rlf 
EMERGENCY TELEPHONE NO. (314) 621-0525 -ry. ;zz) {!LA ~s ::zr tAlL lf 

PRODUCT CLASS Polyisocyanate Resin MANUFACTURERS CODE IDENTIFICATION 92-C-22B 

TRADE NAME ALUMIGRIP -R- Catalyst 

Section II- HAZARDOUS INGREDIENTS 
Volume Tl.ll VAPOR 

INGREDIENT PERCENT LEL in ~n!SFtgRE 
PPM mg/M 3 

20uC 

Ethyl Acetate 55.0 400 1440 2.2 76.0 

Toluene 10.0 100 375 1.27 38.0 

Xylene 5.0 100 435 1.1 9.5 

2-Ethoxy Ethyl Acetate 5.0 100 540 1.7 1.2 

-

Biuret of 1,6 Hexamethylene 
Diisocyanate 25.0 NOT ESTABLIS ~ED 

Section Ill- PHYSICAL DATA 

BOILING RANGE 16 7 to 32 9 ° F • VAPOR DENSITY c::xJ HEAVIER D LIGHIER.THANAIR 

EVAPORATION RATE D FASTER ED SLOWER. THAN ETHER PERCENT VOLATILE 
BY VOLUME 

7 5 • 0 WEIGHT PER 
GALLON 

Section IV- FIRE AND E~PLOSION HAZARD DATA 

DOTCATEGORY Combustible Liquid 100° - 600° F 0 FLASHPOINT 

Flammable Liquid 20° - 100 F fX1 
Non Flammable 0 -

EXTINGUISHING MEDIA 

Dry chemical or foam 

39.0°F. T.C.C. 

UNUSUAL FIRE AND EXPLOSION HAZARDS Do not expose to spark or open flame 

7.88 

LEL 1.1 

SPECIALFIREFIGHTINGPROCEDURES Personnel who are fighting isocyanate fires should wear 

self-contained breathing apparatus. 

BOE-CS-0189891 



======~-: __ ::-:.: -=-=-=-=============::::======================= 
Section V- HEALTH HAZARD DATA 

100 to 400 PPM 
EFFECT:> OF O•E"EXPC>SURE Eye & upper respiratory irritant 

EME'iGENCY A-,;D FIRST AID PROCEDURES If exposed to excess vapor, remove to fresh air and 
seek medical attention. If splashed on skin or in eyes, 
flush with large amounts of water and seek immediate 
medical attention. 

-----~-~============================================================= 
Section VI - REACTIVITY DATA 

STABILITY D uNSTABLE IX] STABLE coNDITIONSTOAVOID Excess heat and/or oxic1izing 
INCOt,'?ATABIUiYi!·'•!erialstoa.-oidl Avoid contact with water, alcohol materials. 
HAZARDOUS C:OCOMPOSITION PRODUCTS amines, and other compounds 

HAz-: "':::CUS POLYMERIZATION 

CO~ :.-"ICNSTQ . .;\'OID 

which react with isocyanates. 

0 MAY occuR rn WILL NOT occuR 

Section VII- SPILL OR LEAK PROCEDURES 
STE?STOBETA!<ENINCASEMATERIALtSRELEASEDORSPtLLED Affected area should be treated with an absorbing 

compound and then material placed in a tightly closed container. 

WASTE DISPOSAL METHOD In accordance with loca 1, state, and federal environmental control regula ns 

Section VIII- SPECIAL PROTECTION INFORMATION 

RESPirATORY PROTECTION B f M · d k ureau o 1nes approve mas for removal of particulate matter 
and charcoal base for removal of solvent vapor. 

VENTILATION Sufficient to keep air supply above threshold 1 imi t values. 

PROTECTIVE GLOVES Rubber or Plastic 

EYE PROTECoiON Goggles 

OTHERPROTEcnvEEOUIFMENT Hypersensitive persons should use protective creams. 

Section IX- SPECIAL PRECAUTIONS 
PRECAUTIONS TO BE TAKEtJ IN HANDLING AND STORING 

Keep away from heat,sparks and flames. 

OTHER PRECAUTIONS 

NOTE: This product does not intentionally contain added ingredients which 
are based on compounds of Antimony, Arsenic, Cadmium, Lead, Mercury, 
Selenium, or Water Soluble Barium. 

BOE-CS-0189892 


